Amendments to the Abstract: 



ABSTRACT 



Please replace the abstract that appears on page 46 of the specification 
with the following revised abstract which is submitted on a separate sheet. 
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ABSTRACT 



Th e pr e s e nt i nv e nt i on r el at e s to a A gland packing which is made of a material 
configured by windingly laminating an expanded graphite tape into a spiral shape. The 
g l and pack i ng can pr e v e nt p e n e trat i on l e akag e through m i nut e gaps e x i sting i n 
w i nd i ng l y l aminat e d parts, from occurr i ng, can be suff i c i ent l y d e form e d so as to e xh i b i t 
sur e s e aling prop e rt ie s ev e n at a low t i ght e ning forc e , and has fo ll ow i ng prop e rti e s 
aga i nst a smal l amount of w e ar so as to e nsur e h i gh s e al i ng prop e rt ie s, so that h i gh 
s e a li ng p e rformanc e can b e ma i ntain e d for a l ong t e rm. In the gland packing, ringlike 
projected parts 2 and 3 are disposed on end faces of a die mold packing part [[1 ]] made 
of an expanded graphite tape [[1a]] windingly laminated into a spiral shape so as to be 
integrated with the part. Ring-like seal members 4 and 5 are brought into tight contact 
with the end faces of the die mold packing part [[1]] excluding the ring-like projected 
parts 2 and 3 in such a manner that the ring-like projected parts 2 and 3 are projected 
in an axial direction beyond the outer faces of the respective ring-like seal members. 



3 



